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SPECIFICATIONS
VPL-TX7 VPL-TX70

Optical
Projection System 3 LCD panels, 1 lens projection system

LCD Panel 0.63 inch XGA LCD panel, 2,359,296 (1024 x 768 x 3) pixels 0.63 inch XGA LCD panel, (BrightEra) 2,359,296 (1024 x 768 x 3) pixels

Color Light Output 2000 lm (lamp mode: high), 1500 lm (lamp mode: standard) 2600 lm (lamp mode high), 2000 lm (lamp mode: standard)

Light Output 2000 lm (lamp mode: high), 1500 lm (lamp mode: standard) 2600 lm (lamp mode high), 2000 lm (lamp mode: standard)

Contrast Ratio 500:1 900:1

Lamp                          Power 190W ultra high pressure lamp

                             Lamp Life 3000/4000H

Projection Lens 1.2 times zoom lens (manual), f = 18.53 to 22.18mm, F = 1.65-1.93

Throw Ratio 1.5-1.7

Screen Size 40" - 300" (Viewable Area Measured Diagonally)

Signals
Color System NTSC3.58, PAL, SECAM, NTSC4.43, PAL-M, PAL-N, PAL60 system

Resolution 750 horizontal TV lines (Video input), 1,024 x 768 dots (RGB input)

Acceptable Computer 
Signals fH: 19 to 92kHz, fV: 48 to 92Hz, Maximum input signal resolution: Up to SXGA+ (fV 60Hz)

Acceptable Video Signals Composite Video, Y/C Video, 15kRGB 50/60Hz, Progressive Component 50/60Hz, DTV (480/60i, 480/60p, 575/50i, 575/50p, 720/50p, 720/60p, 
1080/50i, 1080/60i)

Interface
Video In S-Video: Y/C Mini DIN 4 pin, Composite: Phono, Audio: Stereo Mini Jack

Input A Analog RGB / Component (HD D-sub 15 pin), Audio: Stereo Mini Jack

Input B Analog RGB / Component (HD D-sub 15 pin), Audio: Stereo Mini Jack

Network Wired (10Base-T / 100Base-TX)

Monitor Out               Video Analog RGB / Component (HD D-sub 15 pin)

                                   Audio Stereo Mini Jack

Remote RS-232C D-sub 9 pin

General
Dimensions  WxHxD approx. 12 3/8 x 4 3/8 x 10 5/8 inches (excluding projection parts)

Weight approx. 6 lb 10 oz

Power Requirements AC 100 to 240 V, 2.6 to 1.1A, 50/60 Hz

Power Consumption Max: 260W, Standby: Approx 3W Max: 270W, Standby: Approx. 3W

Speaker 5W

Operating Temperature 32 to 95 F degrees (0 to 35 C degrees)

Operating Humidity 35 to 85% (no condensation)

Storage Temperature -4 to 140 F degrees (-20 to 60 C degrees)

Storage Humidity 10 to 90%

Supplied Accessories
Remote Commander® (1), Lithium battery CR2025 (1), HD D-sub 15-pin cable (1.8m)(1), Security label (1), CD-ROM (operating instructions) (1), 
Quick reference manual (1), Safety regulations (1), Lens cap (1), AC power cord (1), Warranty card (1)
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