








When transporting a full 
master carton

Use an additional box 
as an outer box and 
protect the master 
carton with bubble 
wrap, a urethane sheet 
or sponge mat. 
Place the master carton 
in the outer box, making 
sure the tape reel flange 
is completely protected. 

When transporting single 
tapes

Make sure the tape is 
bubble or protected 
by a urethane sheet or 
sponge mat and placed 
vertically in an outer 
box. Add a urethane 
sheet or sponge mat for 
protection.

When transporting a half full master 
carton

Never fill empty space in the master 
carton with empty tape cases. Always 
use bubble wrap, a urethane sheet 
or sponge mat especially around the 
tape reel flange. 
Package the outer box as for a full 
master carton.

Don’t forget to follow our tape transportation guidelines.

Be Professional with tape transportation  

Tape 
upper reel 
flange

Bubble wrap 
cushion instead 
of empty cases
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BCT-HD SR Series Line-up

Model 	 Playing 	 Tape 	 Weight* 	 Master Carton
		  time (min) 	 length ft (m) 	 lb (g) 	 Quantity (pcs) 

BCT-6SR 	 6 	 171 (52) 	 0.58 (263)	 50

BCT-33SR 	 33 	 797 (243) 	 0.67 (305) 	 50

BCT-40SR 	 40 	 961 (293) 	 0.69 (314)	 50

BCT-64SRL 	 64 	 1,538 (469) 	 1.49 (677)	 10

BCT-94SRL	 94 	 2,234 (681) 	 1.60 (724) 	 10

BCT-124SRL 	 124 	 2,930 (893) 	 1.69 (767)	 10

BCT-HD12CL** 	 12 	 256 (78) 	 0.61 (275) 	 10

* with case
** Cleaning cassette

Professional High Definition videocassette 
recording time in minutes

1080 / 4.2.2

	 23.98 PsF 	 25 PsF	 29.97 PsF	 50 i	 59.94 i
	 24 PsF		  30 PsF		  60 i

BCT-6SR	 7,5	 7,2	 6	 7,2	 6

BCT-33SR	 40	 38,4	 32	 38,4	 33

BCT-40SR	 50	 48	 40	 48	 40

BCT-64SRL	 80	 76,8	 64	 76,8	 64

BCT-94SRL	 117,5	 112,8	 94	 112,8	 94

BCT-124SRL	 155	 148,8	 124	 148,8	 124




